
Trademark Product name CAS No. Type Assay Appearance Pack age
Hazard 

identification
Main application

VGC-FX-4
Perfluorobutyl Sulfonyl 

Fluoride           
375-72-4 95%min(GC)

Clear colorless or 
slightly yellowish 

liquid

60kg(50Ltr)/iron drum       
250kg(200Ltr)/iron 

drum

UN Number: 3265                           
Hazard class:8.1                             

PKG: II

its properties is similar to perfluorooctanesulfony l 
fluoride, it can be used to synthesize multi-kind o f 
fluoro surfactant, its Potassium salt C4F9SO3K is a  

very good anion surfactant, also a best fire retard ant 
for polycarbonate.

VGC-FC-98
Potassium 

Perfluorobutanesulfonate
29420-49-3 Anion

98%min 
(Thermogravimetry)

White or 
yellowish powder 

500g/ plastic bottle, 
10kg/ carton.  Or  

25kg/ fibre 
drum(inner lined with 

plastic 
bag)(Dia:36.2X45cm)

Not dangerous 
chemical

It is a kind of perfluoro anion surfactant and has the 
general characters fluorosurfactant processing. It is 

widely used as inflaming retarding for synthetic 
materials , especially the best fire retardant for 

polycarbonate.

VGC- FC-
3283 II   

Perfluorotripropylamine 338-83-0

Boiling range: 118-
128℃                 ℃                 ℃                 ℃                 

Dielectric strength: 
17.2kv/mm

clear colorless 
liquid

500g/plastic bottle, 20 
bottle /carton

Not dangerous 
chemical

Application:
Electronic, compact disc, precision instrument 

clean 。。。。As a anticorrosive driving isolating liquid for 
apparatus & Instruments. As a dielectric insulating  

oil. Leak detecting liquid of electronic devices. 
Oxidation-resistant lubricant.  (mainly heat 
transferring or cleaning electronic element)

VGC-FC-43 Perfluorotributylamine 311-89-7 

Boiling range: 120-
140℃                 ℃                 ℃                 ℃                 

Dielectric strength: 
≥≥≥≥17kv/mm

clear colorless 
liquid

5kg/bottle, 
10kg/carton

Not dangerous 
chemical

1. As an anticorrosive driving isolating liquid for  
apparatus & Instruments.

2. As a dielectric insulating oil.
3. Stable diluent specific solvent or reagent for 

chemical reaction.
4. Thermoconducting cooling agent used for 

transformer, Particularly small transformer for tal l & 
big buildings.

5. Oxidation-resistant lubricant.
6. Fluorocarbon emulsion used as blood substitute.

7. Leak detecting liquid of electronic devices.
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VGC-FX-8
Perfluorooctanesulfonyl 

fluoride
307-35-7 90%min(GC)

 colorless or 
yellowish 

transparent liquid

50kg/iron drum                
250kg/iron drum

UN Number: 
3265                           

Hazard class:8.1                             
PKG: II

Application: 
It is one of the basic materials for synthesizing f luoro 

surfactant, these fluorosurfactants can be widely 
used for textile, leather, paper-making, mine-

choosing, pesticide, electroplating, oil field, fir e-
fighting, electron, photo-sensitive materials and 

synthesizing materials etc., it can meet many speci al 
performance requirements for above application 

VGC-FC-
95(FC-80)

Potassium 
perfluorooctanesulfonate

2795-39-3 Anion 98%min
 White or 

yellowish powder
500g/plastic bottle, 20 

bottle /carton
Not dangerous 

chemical

Application: 
1. Used as chrome-fume inhibitor and wetting 

agent in electroplating industry.
2. Used as additive in fluarbasin foamite

VGC-248      
(FT-248)

Tetraethylammonium 
Perfluoroalkylsulphonate

56773-42-3 Anion 98%min
White or 

yellowish powder 
500g/plastic bottle, 20 

bottle /carton

UN Number: 
2811                          

Hazard class:6.1                             
PKG: III

Application: 
1. Used as chrome-fume suppressor for both 
decorative and functional chromium plating, 

(level of addition: 25mg~50mg/ liter ) 
2. Used as wetting agent, leveling agent and 

antistatic agent for photographic paper and film 
3. Used as wetting agent for glass etching and 

opacification baths 
4. Used as wetting agent for acid baths for 

metal surface treatment e.g. anodizing baths, 
chromatizing baths.

5. Used as demould agent for plastic

50%min
Yellowish little 
viscous liquid 

500g/plasitc bottle

UN Number: 
2811                          

Hazard class:6.1                             
PKG: III

VGC-FX-9
N-ethyl perfluoro-octane-
sulfonamide( Sulfluramid)

4151-50-2 Anion 90%min(HPLC) Yellowish powder

500g/plastic bottle, 20 
bottle /carton OR 

20kg/fibre drum, inner 
with double-layer PE 

bag

Not dangerous 
chemical

Application: 
Fluoro anion surfactant, it is a good organic 
fluoro pesticide. Mainly for killing termite, 

Cockroach and other reptile insects. It also can 
be used to prepare series of perfluorooctyl 

surfactant.
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VGC-FC-10
Alkyl 

perfluorooctanesulfonamide
1691-99-2 nonionic 90%min

(20˚̊̊̊C) white or 
yellowish waxy 
solid   (80 ˚̊̊̊C) 
amber liquid

500g/plastic bottle, 20 
bottle /carton

Application: non-ion fluoro surfactant, it is a 
versatile intermediate used to make fluoro 
surfactant and surface treating agent, an 

important material to synthysize Perfluoroalkyl 
acrylic ester. Synthesizing fluoro surfactant

VGC-FC-
134

Perfluoroalkylsulfonyl 
quaternary ammonium salt 

iodides
1652-63-7 Cation 95%min Yellowish solid

500g/plastic bottle, 20 
bottle /carton

Application: 
Perfluoro cation surfactant, due to its low 

surface tension, it has good reactivity in acid, 
alkali and neutral medium. It can be used as 

wetting agent, ductility agent, equalizing agent, 
lighter-water( water above FC-134) extinguisher, 

film coating agent, auxiliary-welding agent for 
electronic crest etc. also for drainage and 

oleophobic agent, antiscalant in the field for 
fibre, leather etc. 

VGC-FC-99 Perfluorooctanesulfoamide 754-91-6 Anion 95%m in Yellowish solid
500g/plastic bottle, 20 

bottle /carton

Application: Synthesizing fluorosurfactants, 
electroplating additive, etching agent for metal 

and plastic.

95%min Yellowish powder

25%min Yellowish liquid

Perfluorooctane 
sulfamide Propyl Trimethox

y silane
N/A 50%min yellowish liquid 

Application:
1. as coating on electronic product. 

2. self-cleaning for glass etc, low reflective 
index can prohibit light relaxing on base 

material. 
3. Hydrophobic & oleophobic treatment on 

glass or fibre etc.

Application: Wetting agent, leveling agent and 
detergent

AnionFC-120
Ammonium salt, 

Perfluorootanesulfonate
29081-56-9
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VGC-BF-
002

Special fluorosurfactant                                Nonionic ≥80%
Clear yellow 

liquid

Light-water extinguisher, petrochemicals 
additive, electroplating additive and degreasing 

agent

VGC-BF-
135

Perfluoroalkylsulfonyl 
quaternary ammonium 

iodides                                     
1652-63-7 Cation

50%±1% (solid 
content)

Amber liquid

Light-water extinguisher, film coating agent, 
auxiliary-welding agent for electronic wave-
crest, oleophobic and hydrophobic anti-dirt 
agent, corrosion inhibitor for metal material

VGC-BF-
922

Perfluoro alkylsulfonyl 
ketone silane

25±3% Amber liquid
Hydrophobic and lipophobic treatment for 

ceramic, glass, leather etc.

VGC-BF-
807

Perfluoro alkyl organic 
phosphate        

67969-69-1  ≥90% Brown waxy solid
Wetting agent, defoamer, oil & water-proof 

strengthener for paper industry

2,2,2-Trifluoroethyl 
Perfluorobutane Sulfonate    

79963-95-4 ≥98%
Clear colorless 

liquid
Medical intermediate

VGC-BF-
921

     Perfluorooctane 
surfapropyl betaine   

Amphote
ric ion

≥25% brown-red solid
Light-water extinguisher, ductility agent and 

wetting agent

VGC-BF-
002

           Special 
fluorosurfactant       

Nonionic ≥80%
Clear yellow 

liquid

Light-water extinguisher, petrochemicals 
additive, electroplating additive and degreasing 

agent

VGC-BF-
922

Perfluoro alkylsulfonyl 
ketone silane 

25±3% Amber liquid
Hydrophobic and lipophobic treatment for 

ceramic, glass, leather etc.

≥99.8% 

≥99.95%

High grade is used as temperature sensing 
agent, first grade is used as alternative for CFC-

12 as refrigerant and aerosol propellant.

VGC-HFC-
152a

Difluoroethane   
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≥99.5%

≥99.8%

VGC-HCFC-
141b

Dichlorofluoroethane ≥99.5%
Clear colorless 

liquid
Foaming agent as alternative to CFC 11, and 

precision cleaning agent to substitute CFC-113.

VGC-HCFC-
142b

Chlorodifluoroethane ≥99.5%

Clear, colorless 
liquefied gas, 

with slight 
ethereal odor

Used as working fluid in high-temperature air-
conditioner, heat pump and temperature 

controller; as component to blend refrigerant, 
e.g. HCFC-22 and HCFC-142b(40:60 by mass); 

blowing agent applied in Polyurethane and 
Polyethylene foam. 

VGC-HCFC-
142b

Chlorodifluoroethane ≥99.5%

Clear, colorless 
liquefied gas, 

with slight 
ethereal odor

Used as working fluid in high-temperature air-
conditioner, heat pump and temperature 

controller; as component to blend refrigerant, 
e.g. HCFC-22 and HCFC-142b(40:60 by mass); 

blowing agent applied in Polyurethane and 
Polyethylene foam.

Used in reciprocating compressor,as refrigerant 
in industrial, commercial and hoursehold air-

condition system, also used to produce 
insecticide and aerosol for spraying paint, to 

produce extinguishing agent 1211, as the basic 
material to produce a wide variety of fluorinated 

macromolecular compounds

75-45-6VGC-R22 Difluorochloromethane
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