
 

 

 

Product name / Chemical name/ CAS No. Properties Function  

VantageChemical 2801 

25kpd 

Appearance: light brown liquid  

Assay: 50%  

pH value:7.8-8.2 

Complex carrier for KCl (NaCl), NH4Cl and KCl + NH4Cl mixed plating 

bath, which is a new generation softener and best choice for KCl zinc 

plating with low form, good leveling ability, It also can be applied in 

acid zinc plating. 

Reference using range:  4-6g/L 

 

VantageChemical 2802 

25kpd 

Appearance: light brown liquid  

Assay: 50%  

pH value:4.8-5.2 

A low-foam carrier, which is a new generation for KCl and NH4Cl zinc 

plating, Isomeric chemical structure. Good dispersing ability, good 

leveling ability in LCD. 

Reference using range:  5-8g/L 

 

VantageChemical HA-10 

25kwb 

Appearance: white solid 

Content: 98%  

Cloud point: > 100’C 

Brightener and uniform plating agent in KCL ( NaCl ) zinc plating, 

with good dispersing ability, preventing pin-hole, especially suitable 

for using with TSA-20,  9428.  Best choice for making-up colorless 

brightener. 

Reference using level: 3-5g/L 

 

VantageChemical HA-30 

25kwb 

Appearance: white solid 

Content: 98%  

Cloud point: > 98’C 

Leveler and uniform plating agent in KCL ( NaCL) zinc plating,  

emulsifier for BAR and OCBA,  enhance current density range, 

especially suitable for using with TSA-20,  9428. 

Reference using level: 3-6g/L 

 

Zn  Intermediates for acid Zinc plating 

      Key:  pb: Paper Bag       wb: Woven Bag    fd: Fibre Drum 

                              pd: Plastic Drum    md: Metal Drum 



 

 

VantageChemical HS-1000 

25kpd 

Appearance: yellow liquid Content: 98.5%  

Cloud point: > 98’C 

 

Burning preventer at high current density area,  with good 

dispersing ability, good electric conductivity, covering ability at low 

current area. 

Reference using level: 5-8g/L 

 

VantageChemical NHS 

25kpd 

Appearance: light yellow liquid 

Content:  65%  

PH: 5.0-7.0 

It can resist high temperature, no cloud point, with few residue in 

plating bath, preventing burning,  dispersing agent, covering agent 

at low current density area.  Good stability 

Reference using level: 1-3g/L 

 

VantageChemical NMS 

25kpd 

Appearance: yellow liquid 

Content: 63-65%  

PH: 6.8-7.3 

It can resist high temperature, no cloud point, with few residue in 

plating bath, preventing burning,  dispersing agent, covering agent 

at low current density area.  With good stability 

Reference using level: 1-3g/L 

 

VantageChemical NS-660 

25kpd 

Appearance: yellow liquid  

Content: 48-50%  

PH value: 6.8-7.6 

Primary brightener & emulsifier for BAR and OCBA,  with good 

dispersing ability and brightness, especially suitable for barrel 

plating 

Reference using level: 3-6g/L 

 

VantageChemical NS-665 

25kpd 

Appearance: yellowish liquid  

Content: 35%  

PH value: 6.8-7.5 

In KCL( NaCL) zinc plating bath, as emulsifier for BAR and OCBA,  

with uniform and fine crystal, good resistance to high-temperature 

and salt. 

Reference using level: 3-8g/L 

 

VantageChemical OCBA  

(O-CHLOROBENZALDEHYDE) 

CAS No: 89-98-5 

25kpd 

MF: C7H5ClO 

Mol.wt: 140.57 

Appearance: colorless or yellowish transparent 

liquid, with benzaldehyde smell 

Assay: 99% min 

This Class II brightener it is widely used in conjunction with other C 

I & C II brightener aids. It has lower vapor pressure than the 

Propoxylated version PAP. 



 

 

VantageChemical TC-BAR  

(Benzylidene acetone ) 

CAS No.1896-62-4 

25kwb 

MF:C10H10O 

Mol.wt: 146.19 

Appearance: Colorless or light yellow solid 

Assay: 99% min. 

Melting point: 39.0-41.5℃ 

 

 

 

This Class II brightener it is widely used in conjunction with other C 

I & C II brightener aids. It has lower vapor pressure than the 

Propoxylated version PAP. 

VantageChemical T94-28 

25kpd 

Appearance: yellowish liquid  

Content: 58-60.5%  

PH value: 6.8-7.5 

Carrier with low-foam and high temperature resistance, good 

stability, deep plating and dispersing ability, preventing pin-hole, 

uniform brightness. especially suitable for barrel plating 

Carrier with low-foam and high temperature resistance, good 

stability, deep plating and dispersing ability, preventing pin-hole, 

uniform brightness. especially suitable for barrel plating 

Reference using level:  3-6g/L 

 

VantageChemical TSA-20 

25kpd 

Appearance: yellowish liquid  

Content: 68-70.5%  

PH value: 6.8-7.5 

Functional complex carrier for KCl ( NaCl), NH4Cl and KCl + NH4Cl 

mixed plating bath, with wide work current, good leveling ability, 

good salt & high-temperature resistance. 

Reference using level:  4-6g/L 

 

 

 

 

 



 

 

 

Product name / Chemical name/ CAS No. Properties Function 

VantageChemical HB 

25kpd 

Appearance: yellow liquid 

Content: 98%  

PH: 7.5-8.0 

Covering agent and deep-plating agent in functional plating bath, with good 

corrosion resistant to zinc plating deposit,  preventing burning at high 

current area. 

Reference using level: 0.1-0.15g/L 

 

VantageChemical NS-661 

25kpd 

Appearance: yellow liquid 

Content: 48-50%  

PH: 6.8-7.5 

Leveller in sulfate zinc plating bath,  it can resist inorganic salt up to 

500g/L, functional high-temperature carrier,  emulsifier for BAR. 

Reference using level: 5-6g/L 

 

 

 

 

 

 

 

Zn  Intermediates for sulfate Zinc plating 

      Key:  pb: Paper Bag       wb: Woven Bag    fd: Fibre Drum 

                              pd: Plastic Drum    md: Metal Drum 



 

 

 
I Product name / Chemical name/ CAS No. Properties Function  

VantageChemical 625-1  

(Aqueous Cationic polymer) 

25kpd 

Appearance: light yellow transparent liquid 

Assay: 45% 

Special leveler in alkaline non-cyanide & cyanide zinc plating.  With bright 

and uniform plating deposit when using together with BPC-48 & HAA. 

Reference using level:  10-20g/L  

 

VantageChemical BPC 

( 1-Benzyl pyridinium 3-carboxylate ) 

25kpd 

Appearance: light yellow liquid 

Assay: 34 / 48% 

Special brightener in cyanide and alkaline non-cyanide zinc plating bath,  

improving dispersing ability. 

Reference using level: 1-3g/L 

 

VantageChemical BNO-12 / BNO-24 
(ß-Naphthol ethoxylate) 

25kpd 

Appearance: light yellow liquid 

Assay: 98% min. 

ChemBrite BNO12 is particularly effective as an auxiliary brightener in 

acid zinc electrolytes for increasing the throwing power and improving 

ductility,  It can also be used to solubillize top brighteners 

Reference using level: 2-6g/L 

 

VantageChemical DDS  

( Aqueous Cationic polymer)  

25kpd  

Appearance: light yellow transparent liquid 

Assay: 25% 

Leveler and covering agent in alkaline non-cyanide zinc plating bath, with 

good leveling ability,  fast depositing,  excellent covering at low current 

area,  fine and bright crystal, with excellent high-temperature resistance, 

up to 55’C 

Reference using level: 0.5-5g/L 

 

   

Zn   Intermediates for cyanide & Alkaline Zinc plating 

      Key:  pb: Paper Bag       wb: Woven Bag    fd: Fibre Drum 

                              pd: Plastic Drum    md: Metal Drum 



 

 

VantageChemical DE 

(condensation compound of dimethylamine & 

epoxy chloropropane ) 

25kpd 

Appearance: light yellow viscous liquid 

Assay: ≥98% 

Leveler and dispersing agent in alkaline zincate zinc plating 

Reference using level: 4-6g/L 

VantageChemical DPE-III 

                                         25kpd 

Appearance: colorless transparent liquid, 

with little viscosity. 

Assay: 30% 

Leveler in alkaline zincate zinc plating, with uniform and bright plating 

deposit 

Reference using level:  4-6g/L 

 

VantageChemical DPTHE 

(Polyamine Micromolecular polymer) 

25kpd 

Appearance: light yellow transparent liquid 

Assay: 55% 

In alkaline and low-cyanide zinc plating bath, as Covering agent at low 

current density area, with good dispersing ability,  it can bear high zinc 

ion concentration,  increase deposit thickness at low current area, with 

fine crystal.  Excessive addition will result in delustering 

Reference using level: 0.2-2g/L 

 

VantageChemical IDTE 

( Aqueous Cationic polymer)  

25kpd 

Appearance: light yellow transparent liquid 

Assay: 50% 

Special leveler In alkaline non-cyanide zinc plating bath,  crystal refiner 

at high current area,  with white and bright plating deposit, using 

together with BPC-48 &DDS 

Reference using level: 1-3g/L 

 

VantageChemical IME 

( Aqueous Cationic polymer)  

25kpd 

Appearance: yellow liquid 

Assay:  ≥ 40% 

Brightener in cyanide and alkaline non-cyanide zinc plating bath, using 

together with IZEC, BPC-48 & HAA. 

Reference using level: 0.5-2g/L 

 

VantageChemical IMZ 

CAS No.288-32-4  

25kfd 

MF: C3H4N2 

Mol.wt: 68.08 

Appearance: White crystal 

Assay: 99.5%min. 

Moisture: 0.20% max. 

Residue on ignition: 0.08% max. 

Brightener in alkaline zinc plating 

   



 

 

VantageChemical IZE 

(Additive product of Imidazole & Epoxyethane ) 

25kpd 

Appearance : light yellow liquid 

Assay: ≥50% 

Primary brightener and leveler in cyanide and alkaline non-cyanide zinc 

plating bath. 

Reference using level: 0.15-0.5g/L 

VantageChemical MAA 

( modified P-Methoxybenzaldehyde)  

25kfd 

Appearance: white powder 

Assay: ≥98% 

Leveler and brightener in alkaline cyanide & non-cyanide zinc plating. 

Reference using level: 0.1-1g/L 

 

VantageChemical MOME 

(Aqueous Cationic polymer ) 25kpd 

25kpd 

Appearance: yellow liquid 

Assay: ≥ 40% 

Brightener carrier in cyanide and alkaline non-cyanide zinc plating bath, 

using together with BPC-48 

Reference using level: 1-3g/L 

 

VantageChemical TE-1500 

(Additive product of tertiary amine & 

epoxyethane )  

25kpd 

Appearance: amber liquid 

Assay: ≥98% 

In cyanide and alkaline non-cyanide zinc plating bath,  it is used as 

dispersing gent and complexing agent at low current density area,  zinc 

ion concentration controller. 

Reference using level:  0.2-0.5g/L 

 

VantageChemical UEC 

(condensation compound of Methenamine & 

epoxy chloropropane )  

25kpd 

Appearance: amber liquid 

Assay: 50% 

Leveler and brightener n cyanide zinc plating. 

Reference using level: 2-3g/L 

 

  

 

 

 


